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No. 50 HONING GAUGE 


(Patent No, 605333) 


DIRECTIONS for USE 





SETTING. 


Attach the Honing Gauge to 
the plane iron with the 30° 
mark in line with the cutting 
edge of the blade and secure 
in position with the knurled 
screw. Swing the gauge back 
out of the way as indicated 
on the left. 





HONING. 


Place on an oil stone and 
sharpen in the ordinary way, 
taking care to keep the blade 
and roller in contact with 
the stone. After sharpening 
with a backward and for- 
ward motion, the slight burr 
thrown up may be removed 
by lightly rubbing the top 
side of the blade on the oil 
stone, keeping the blade flat 
on the stone. 





IMPORTANT—It is essential to keep the plane iron well 
ground back to 25°. This angle can be checked by fitting the 
Honing Gauge to the plane iron, setting to 25° and rubbing 


along the stone. 











ACCURATE 


The setting gauge ensures the correct honing angle (30°) and 
also checks the grinding angle (25°). 


SIMPLE 


An amateur will obtain results equal to those of a skilled 
craftsman. 
SPEEDY 


With this Honing Gauge the plane iron is correctly sharpened 
in a matter of a few seconds. 


RELIABLE 


There is nothing to get out of order—it will last a lifetime. 
A plane iron sharpened with the Stanley Honing Gauge will 
hold its cutting edge longer and produce better work. The 
Gauge is invaluable to the craftsman and amateur alike. It 
will sharpen accurately all makes of slotted plane irons and 
with its aid the utmost advantage can be obtained from a 
plane. 


AVAILABLE FROM LEADING TOOL DEALERS AND 
IRONMONGERS. 
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